One way to increase efficiency and reduce pollution in transport and energetic domain is designing fuel injectors with better atomization. In this work, experiments were performed on a prefilming airblast atomizer often used in gas turbine engines. For this purpose, a new injector was designed to visualize the prefilming zone and the primary atomization together. The flow configuration corresponds to an annular liquid film sheared by inner high velocity airflows. High speed Shadowgraphy was used to observe film and spray, liquid film frequency, wave velocity and wave deformation, primary breakup regime. Finally, a link between liquid film and the primary atomization are shown first qualitatively and after quantitatively.
Introduction
One way to increase efficiency and reduce pollution in transport and energetic domains is designing fuel injectors with better atomization properties [1] . Prefilming airblast atomizers often used in gas turbine engines, offer advantages in terms of atomization quality over a wide range of fuel flow rates. Nevertheless, spray formation mechanisms due to the disintegration of a liquid film are still not completely known. This type of injector is often studied in a planar geometry [1] [2] [3] because this is the simplest way to analyze the mechanisms of film dynamics and atomization experimentally. At the same time, studies on industrial configurations [4] have shown that the internal geometry of the injector influences strongly the process of atomization. To make experimental observations in the annular geometry is an enormous challenge. For that reason researchers often study liquid film [5] and the spray [6] [7] separately. In this context, we propose an experimental study on the liquid film and the spray for a basic annular prefilming airblast. The paper starts by presenting the experimental set-up designed at IMFT (Institut de Mécanique des Fluides de Toulouse). The destabilization and the atomization of the liquid film have been studied with high speed shadowgraphy method. Then the liquid film is characterized with its different regimes, frequencies of waves, wave velocities and wave deformations. Furthermore observations are made on the regimes of sprays, the possible dependence between the liquid regime and breakup modes. And to finish the preservation between conditions of film near the injector exit and the initial conditions about the primary atomization.
Experimental setup and metrology
The set up designed at IMFT is shown in figure 1 . The geometry of the atomizer is cylindrical (D=34.5mm). The velocity of the air flow generated by a blower can reach 50 m.s -1 ± 0.5 m.s -1 (ReD = 100.000). The liquid (water) passes inside a thin annular duct (= 500µm ± 20µm) located close to the wall of the cylinder (figure 1.b). A coordinate measure machine was used to verify tolerance on the thickness of the liquid duct. The length of the prefilming zone is 48mm and the atomizer is equipped with optical access (a glass cylinder) that allows the visualization of the liquid film (figure 1.b). To reduce turbulence 2 honeycombs are put before and after the convergent. After the honeycombs, a long tube (d=30 mm, L=90cm) is used to establish the air flow profile. The important parameters are resumed in table 1. In order to characterize the mean air flow, a Pitot probe has been used to measure velocity profiles in four sections (figure 1.a): at a distance of 10cm before the injector (S1), at the injector inlet (S2) , at the beginning of the prefilming zone (S3) and at the end (S4). Whatever the section, the velocity profile is quite similar (figure 2). This result confirms that the tube is long enough for establishing the air flow. Hot wire measures (d=5µm) have been performed in section S4 (dots in figure 2 ) to obtain the mean turbulence ratio (6%). LDV measures are planned to complete information about turbulence. Their measures have been made without the liquid flow. The destabilization and the atomization of the liquid film have been studied with a high-speed camera (10 kHz) Phantom V20 (1280x800pixels). A continuous LED panel (2000mA, 10 x 10 cm) put in the background of the camera axis has been used for the backlight.
For the study two fields of view have been used. The first one, (field 1, red rectangle in figure 1.b) allows to observe the film destabilization). The size of field1 is LX=35.5mm (27.8µm/pixel) and LY=20.7mm (25.9µm/pixel). It is located on the cylinder axis 8mm after the liquid injection. The second field of view (Field 2, blue rectangle in figure1.b) is used for the simultaneous visualization of the end of the liquid film and the beginning of the atomization area. The size of Field2 is the same as Field1 but it can be noted that the spatial resolution will change slightly at the end of the film (the deformation induced by the glass tube disappears). 
Liquid film characteristics
The analysis of the film deformation was performed in the first field of view (Field1). Its purpose is to study the temporal and spatial evolution of the film structure along the prefilming zone (8mm after the liquid injection up to the end of the glass cylinder). More precisely the high velocity difference between the interface of the liquid film x y and the main air flow generates surface waves that propagate and evolve (with time and space) along the cylinder. The high-speed images allow the detection of the deformation of the liquid film interface. The more these deformations are important, the more the light of the LED panel will be deviated and the transmission will be attenuated. In the case of an important interface deformation (big surface waves) the transmission of the backlight vanishes and black zones appear in the images. Figure 3 shows an instantaneous image of the liquid film obtained by shadowgraphy (Re  =600, UG =40m.s -1 ). It can be noted that no film dry-out was occurring during the experiments (i.e. in the range of Re  and ReD mentioned in experimental setup section). Three regimes of wave structure can be observed. The first one called "initial", close to the liquid injection, reveals wide and quasi-periodic 2D waves. In this regime, the waves have little deformation. The third regime called "disrupted" near the injector exit, develops without specific spatial frequency and waves are 3D. The "transition zone" is observed when 2D waves become unstable and produce 3D waves with smaller scales (figure 3). To obtain the wave frequencies and wave velocities along the prefilming zone, the image processing is the same. A window centered on the axis of the cylinder is selected (-2mm<y< 2mm; 8mm<x< 43.7mm). The pixel values are averaged over the y-axis to obtain an axial mean profile of gray levels, P(x), on the total length of the Field1. 10,000 successive images (1 s) have been used to make sure that the statistics are converged. For x<20 mm, a quasi-periodic zone can be identified on P(x) (figure4). , Re=600. The red line delimits the quasi-periodic zone (x < 20mm).
The first post processing of the profiles, based on spectra analysis, was developed to study the wave frequencies. At a given location x, fast Fourier transforms are applied to the temporal evolution of P(x) (10000 values) and gives the power spectral density (PSD) (256 frequency values with step of 20 Hz). For UG=43m.s -1 and Re  =600, figure 5 shows the evolution of the power spectra for three axial locations (x = 10.7, 23.5, 35.7mm). In the "initial zone" (x=10.7 mm) a well-pronounced peak appears around Fmax =600Hz and characterizes the quasi-periodic structure detected on the images (see figure 4) . Downstream (x=23.5mm, x=35.7mm) the initial structure of the liquid film is progressively lost and no significant peak can be detected. One may suppose that the initial waves correspond to the waves of maximum growth rate appearing due to Kelvin-Helmholtz instability on film surface. In the configuration studied by Alekseenko et al [5] , a second peak has been observed in the power spectra, due to the presence of "disturbance waves" (not observed in the present study) Fmax increases quasi linearly with UG (table 2) . This result is in satisfactory agreement with the study of Alekseenko et al [5] carried out with a lower liquid Reynold number (Re  =400). Therefore the values of Fmax cannot be compared directly but the comparison between both studies shows clearly the increase in Fmax with Re  and ReD as Alekseenko et al [5] observed. At this stage of the study, it is difficult to present the results in terms of Strouhal number (1) .
Indeed, the choice of a length scale, L, is not obvious and different points of view can be found in the literature. Nevertheless, the results summarized in table 2 can be written in the form: St~14L, where L does not seem to depend on the air velocity UG, but depends probably of numerous parameters (liquid velocity [5] , liquid properties and injector geometry [8] ). The second post processing of the profiles, based on correlation analysis, was developed to calculate the liquid wave's velocity. The axial profile P(x) was divided in several intervals of 5mm. For each interval, 1D correlations were calculated between time t and time t+t (t =0.2ms) to obtain the mean wave's velocity Uwave(x) (figure 6). Small deformations of the liquid film interface for the case UG=33m.s -1 , limit the domain of measure to x=18mm-43mm. for the highest air velocity. Moreover and whatever the air velocity, the waves' velocity increases with the axial distance. Indeed the main air flow accelerates the liquid film continuously from the liquid inlet up to the injector exit. Along the perpendicular direction to the glass tube, the local velocity of the liquid is probably affected by the air flow and the mean height of the liquid film could decrease with the axial distance, (liquid mass flow rate remaining constant). Lastly, to quantify the progressive disintegration of the waves, a specific image processing based on spatial correlations was developed. From a first image (time t), a small window called W1(x,t) (X = 1mm; Y = 20.7mm) was extracted at a given axial location x. On the next image (time t+t; t=1.5ms) a new window called W2(x+Xcorr, t+t ) was extracted at location x+Xcorr, Xcorr being given by (2) :
For every pair of images, the maximum value of the spatial correlation between W1(x,t) and W2(x+Xcorr, t+t ) is calculated. 1000 pairs of images are used to obtain the mean correlation coefficient Corr(x). Because of weak luminosity near the liquid inlet Corr(x) is only calculated between 11mm and 40mm. Figure 7 shows the axial evolution of the correlation coefficient. The results must be interpreted in connection with the three different regimes of the liquid film presented in figure 3 . For low air velocity (33m.s -1 ), stable waves are detected in the initial zone and the value of Corr(x) is high (0.77) and almost constant up to x=22mm. An increase in the air velocity leads to a decrease in the spatial correlation coefficient, insofar as waves deform more quickly. When the air velocity increases from 40 m.s -1 to 48 m.s -1 , the initial 2D periodic waves disappear more quickly.
For UG = 33m.s -1 , the "transition zone" begins around x=20 mm and the coefficient Corr(x) decreases progressively from 0.8 to 0.45. A moderate increase in the air velocity (40 m.s -1 ), leads to a significant decrease of Corr(x). Indeed, the "transition zone" is located closer to the injection of the liquid film. Moreover Corr(x) drops sharply and takes the previous value (0.45) for x= 27 mm. Compared to the case UG= 33 m.s -1 Corr(x) reaches this value later (x=43 mm). This result shows that a small increase in air velocity strongly modifies the structure of the liquid film. The "transition zone" and the "disrupted zone" become shorter and are moved upstream. For the highest velocity (48 m.s -1 ), the curve's evolution is a slightly different. Corr(x) reaches a lower value (0.32 for x=32mm) but the value of the coefficient goes back to 0.4 near the injector exit. According to the work of Alekseenko et al [5] this could be due to the formation of "disturbance waves". Additional measures will be necessary to confirm this hypothesis. Figure 8 shows instantaneous images (Field2) for several air velocities (UG=27 m. The dark zones visible in the background are due to the atomization of the liquid sheet on the other side of the injector. Specific post-treatments will be developed to remove these gray levels. But at this moment, only a qualitative analysis can be made on the primary atomization. Numerous studies concerning the primary atomization of a liquid sheet without prefilming zone can be found in the literature ( [1] , [9] , [10] ) and with prefilming zone ( [2] , [11] ). The experimental results concerning prefilming injectors are limited and the cylindrical configuration has been little studied. Different breakup regimes can be observed. In the case of a planar liquid sheet, the first observations of the primary atomization regime and its physical analysis can be found in Stapper et al [12] and Park et al [13] . When air velocity is low (27-33 m.s -1 ), cellular breakup is detected with membranes and spanwise ligaments.For higher air velocities (from UG= 36 m.s -1 to 47 m.s -1 ), stretched ligament breakup is observed with bag-like structure ( figure 9 ) and longitudinal ligaments. In the configuration of the present study, the viscous effects are weak (Ohnesorge number is in the order of 0.005). On the other hand, in the investigated range of air velocity, the Weber number (3) based on the initial thickness of the liquid film is between 5 and 18.
Atomization of the liquid film
Therefore, the process of secondary breakup is expected to appear after the destabilization of the liquid sheet. Both regimes can be found in the study of Fernandez et al [14] , in the case of a planar liquid sheet. Research is in progress to detect the edge of the liquid sheet and study the decrease of the break up length during air velocity increase. To study the transition between both regimes, Fernandez et al [14] and before them Lorenzo et al [15] have introduced the MFR parameter (for Momentum Flux Ratio) (4), to compare the momentum flux ratio between the gas and the liquid.
MFR = (G.UG²)/(L.UL²)
The regime transition is observed for MFR ~ 1; it's rather close to the value obtained by Fernandez et al [14] (MFR~0.5). The difference could result from the air flow which shears only a side of the liquid film, contrary to the study of Fernandez and al.
As the film and the spray are observed together, it is possible to make the link between the structure of the liquid film and the regimes of atomization. When the liquid film is in "initial regime", primary atomization is dominated by the cellular breakup mode. If the end of the film is in the "disrupted regime", the predefined atomisation regime is in the mode "stretched ligament breakup". But as the atomization regime depends on the air velocity, it is difficult to know if the liquid film regime changes the primary break up mode. To make the link between the liquid film and the primary atomization, we compared the structure of the liquid film to the injector exit with the initial structure of the liquid sheet. For this, the correlation coefficient (Corr) defined previously can be used with some modifications. Now three windows called W1, W2, W3 (1mm x 20.8mm) are needed (figure 10a): W1 and W2 are located in the prefilming zone at x1= 43.9mm and at x2=46.6mm respectively. W3 is located after the injector exit (x3=49.3mm) at the beginning of the liquid sheet. The distance between each window is the same (2.7mm). Nevertheless it is normal that Corr2-3 is smaller because the liquid flow is not forced anymore to adhere to the wall of the tube. 3D displacements can occur in the liquid sheet. Another possible explanation is given by Koch et al [16] : a liquid accumulation at the end of the glass tube could modify the structure of the film before the liquid sheet. In spite of this effect, liquid waves are preserved after the injector exit (figure 10) and will play a role in the primary atomisation process.
Conclusion
Experiments were performed on a prefilming airblast atomizer designed at IMFT to visualize the liquid film and the primary atomization together using high-speed imaging. Concerning the liquid film different regimes of wave structure can be observed. The first one called "initial", close to the liquid injection, reveals wide and quasi-periodic 2D waves. The second regime called "disrupted" near the injector exit, develops without specific spatial frequency and waves are in 3D shape. An image processing, based on spectra analysis, was developed to study both the frequencies and the velocity of the waves. In the "initial zone" a well-pronounced peak appears around Fmax =600Hz and Fmax increases quasi linearly with UG Whatever the air velocity, the wave velocity increases with the axial distance as the main air flow accelerates the liquid film continuously from the liquid inlet up to the injector exit.
To quantify the progressive disintegration of the waves, a specific image processing based on spatial correlations (coefficient Corr) was developed. For low air velocity, stable waves are detected in the initial zone and the value of Corr(x) is high. A small increase in air velocity strongly modifies the structure of the liquid film and the coefficient Corr(x) drops sharply. The "initial zone" becomes shorter and the "transition zone" and the "disrupted zone" are moved upstream. Concerning the spray different breakup regimes have been observed: cellular breakup with membranes and spanwise ligaments (low air velocity) and stretched ligament breakup with bag-like structure and longitudinal ligaments (high air velocity).
To make the link between the liquid film and the primary atomization, the analysis based on the coefficient of correlation (Corr) was extended to the zone of primary breakup.
The results clearly show that the structure of the liquid film at the outlet of the injector remains still very present in the primary atomization zone in terms of local and instant thickness of the liquid sheet. The work will be continued by improved post-treatment to reduce the atomization in the background to obtain quantitative atomization characteristics. 
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